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§ 28.165 Injury placard. 
Each vessel must have posted in a 

highly visible location accessible to 
the crew a placard measuring at least 5 
inches by 7 inches (127 millimeters by 
178 millimeters) which reads:

Notice 

Report All Injuries 

United States law, 46 United States Code 
10603, requires each seaman on a fishing ves-
sel, fish processing vessel, or fish tender ves-
sel to notify the master or individual in 
charge of the vessel or other agent of the em-
ployer regarding any illness, disability, or 
injury suffered by the seaman when in serv-
ice to the vessel not later than seven days 
after the date on which the illness, dis-
ability, or injury arose.

Subpart C—Requirements for Doc-
umented Vessels That Oper-
ate Beyond the Boundary 
Lines or With More Than 16 In-
dividuals On Board, or for Fish 
Tender Vessels Engaged in 
the Aleutian Trade

§ 28.200 Applicability. 
Each documented commercial fishing 

industry vessel must meet the require-
ments of this subpart in addition to the 
requirements of subparts A and B of 
this part if it: 

(a) Operates beyond the Boundary 
Lines; 

(b) Operates with more than 16 indi-
viduals on board; or 

(c) Is a fish tender vessel engaged in 
the Aleutian trade. 

[CGD 94–025, 60 FR 54444, Oct. 24, 1995]

§ 28.205 Fireman’s outfits and self-con-
tained breathing apparatus. 

(a) Each vessel that operates with 
more than 49 individuals on board must 
be equipped with at least two fireman’s 
outfits stowed in widely separated lo-
cations. 

(b) Each vessel that uses ammonia as 
a refrigerant must be equipped with at 
least two self-contained breathing 
apparatuses. 

(c) A fireman’s outfit must consist of 
one self-contained breathing apparatus 
with lifeline attached, one flashlight, a 
rigid helmet, boots, gloves, protective 
clothing, and one fire axe. 

(d) At least one spare air bottle must 
be provided for each self-contained 
breathing apparatus. 

(e) Each self-contained breathing ap-
paratus must be approved by the Mine 
Safety and Health Administration 
(MSHA) and by the National Institute 
for Occupational Safety and Health 
(NIOSH), have as a minimum a 30 
minute air supply, and a full facepiece.

§ 28.210 First aid equipment and train-
ing. 

(a) Each vessel must have on board a 
complete first aid manual and medi-
cine chest of a size suitable for the 
number of individuals on board in a 
readily accessible location. 

(b) First aid and cardiopulmonary re-
suscitation (CPR) course certification. 
Certification in first aid and CPR must 
be as described in this paragraph. 

(1) First aid—a certificate indicating 
completion of a first aid course from: 

(i) The American National Red Cross 
‘‘Standard First Aid and Emergency 
Care’’ or ‘‘Multi-media Standard First 
Aid’’ course; or 

(ii) A course approved by the Coast 
Guard under § 10.205(h)(l)(ii) of this 
chapter. 

(2) CPR—A certificate indicating 
completion of course from: 

(i) The American National Red Cross; 
(ii) The American Heart Association; 

or 
(iii) A course approved by the Coast 

guard under § 10.205(h)(2)(iii) of this 
chapter. 

(c) Each vessel that operates with 
more than 2 individuals on board must 
have at least 1 individual certified in 
first aid and at least 1 individual cer-
tified in CPR. An individual certified 
in both first aid and CPR will satisfy 
both of these requirements. 

(d) Each vessel that operates with 
more than 16 individuals on board must 
have at least 2 individuals certified in 
first aid and at least 2 individuals cer-
tified in CPR. An individual certified 
in both first aid and CPR may be 
counted for both requirements. 

(e) Each vessel that operates with 
more than 49 individuals on board must 
have at least 4 individuals certified in 
first aid and at least 4 individuals cer-
tified in CPR. An individual certified 
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